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The following table describes the appearance of individual icons in the Status display 
and the status indicated when the icon is displayed. (If an icon is not displayed, it 
indicates that the related system function is off or inactive.) 


System Features 


Power icon. Continuous: System on (running). 
Indicates system Blinking: Suspend-to-RAM mode. 
state. Not displayed: System in Fully Off state or 
Suspend-to-Disk mode. 
See “System States” in Chapter 2 for more details. 


DC Input icon. Displayed when DC power is connected and the Power switch 
is in the On position, or the system is charging. 


Charging icon Continuous: Battery charging. 

(arrow displayed Ht Blinking: Battery temperature too high, charging stopped. 
near Battery ae Not displayed: Battery not charging. 

Gauge icon). 


Battery Gauge Charge 90% or higher 
This icon 9 i 
displays a TT Charge 75% or higher 
number of “cells” 
ts ince Cli Charge 50% or higher 
atus 0 
battery pack. Charge 25% or higher 
(Displayed when 
soci te * Ci Continuous: 12% - 25% charge. 
pack is Blinking cell: Less than 12% charge (low battery warning). 


charging.) Critically low battery charge. (System operation is suspended 
automatically.) 


Cell short fault. neere maar Fl pack is bad. 


Hard Disk Drive iaedsaect eae AOE when IDE hard disk drive is active. 

Access icon. 

PC Card Access Fa] E 3] : Displayed when PC Card slot 1 is active. 
icons. : Displayed when PC Card slot 2 is active. 
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Peripheral Connectors 


DC input connector Allows you to connect an external power source such as 
the AC adapter or auto adapter. 


PS/2-style . Allows you to connect a Fujitsu low-power keyboard, 

keyboard port most other PS/2-style keyboards, or a bar code reader. 

Video port*t -.. Allows you to connect an external VGA video monitor. 

Parallel port*t Allows you to connect a device with a parallel interface 
such as a parallel printer. 


9-pin serial port”? Allows you to connect an external device with a serial 
(serial port A) IOlO! interface such as a modem. This is a fully-functional 
RS232-C serial port. 


IrDA port An infrared transceiver built into the pen tablet allows 
(serial port B) you to communicate with other devices that are 


compliant with the IrDA Standard Revision 1.1 or 1.0. 
Effective range for infrared communication is about 3 
feet. A clear line-of-sight path must exist between the 
IrDA port on the pen tablet and the IrDA transceiver on 
the other device. 





Mic jack Ww Allows you to connect an external stereo or mono 
p microphone. Internal microphone is disabled when you 


plug in an external microphone. 


Headphone jack Allows you to connect headphones or powered external 
C) speakers. Internal speaker is disabled when you plug in 


external headphones or speakers. 


System interface 
port” 


Allows you to connect the Stylistic 1200 port replicator. 
Refer to the Stylistic 1200 Port Replicator Users Guide 
for details. 


DC contacts Allows you to place the pen tablet in a charging device if 
, one is available. 





* To avoid damaging the pen tablet or your peripheral device, shut down the system and turn off 
the Power switch, or suspend system operation, before connecting or disconnecting a 
peripheral device to this port. 


T Open the connector door to access these connectors. 
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Changing System States 


Power Icon 
Appearance 


Power icon Fully On, 
displayed Idle, 
continuously or 
Standby 






To Change State’ 






To enter the Fully Off state, shut down 
and turn off the system. 

























To enter the Suspend-to-RAM or 


Suspend-to-Diskt state, suspend system 
operation. 









Power icon blinking To enter the Fully On state, resume 


system operation. 


Suspend-to-RAMt 





To enter the Fully Off state, resume 
system operation, then shut down and 
turn off your system. 












Power icon not 
displayed 


Fully Off 
or 


Suspend-to-Diskt 


To enter the Fully On state, start your 
system, or resume system operation. 





* Information in this table is supplied to help you understand which system states your system 
can enter from the current system state. Refer to the procedures on starting the system, 
shutting down the system, suspending system operation, and resuming system operation 
given later in this chapter for details on changing the current system state. 


T Your system may be configured to use either Suspend-to-RAM mode, Suspend-to-Disk mode, 
or may use both modes sequentially. Contact your local help desk or reseller if your system 
configuration is unsuitable. 


2-2 Using the Stylistic 1200 Pen Tablet 





Starting the System 


Using Hotpads 
Programmable Speaker Display 
Mute Select 
Fast Slow Slow Fast Down ~~ Up 
Bl L ERS GS0GR ESA EEE 
| Down Up 
Volume Volume Normal/Reverse Contrast Brightness 
Down Up Video (monochrome 
(monochrome and DSTN color 
systems only) systems only) 
Hotpads 


Starting the System 
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Using the Pen 


inking 
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Note: You may need to tap the pen tip against the screen initially to turn on the pen. The 
pen turns off automatically to conserve the pen battery if it is not used for a period 
of approximately 3 to 5 minutes. 


To activate the Tip switch 
To activate the Barrel button 
To move the cursor 

To start a program 


To select an object 
To drag an object 


Pen Tether 
Attachment 
Point 





Barrel Button 


Stylistic 1200 Pen 
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Fujitsu Stylistic 1000 Tips, Observations 


Getting HiRes Color from the Monochrome ST1000 
You can plug any color external monitor into the ST1000 and get color. You can also operate it at 800 by 600. In 


Windows, set the resolution to 800 by 600 and do not apply the settings. Re-boot, then disable the LCD screen 
through the BIOS. Boot it up with the external monitor attached. 


Both screens can be on at once as an option, but only at 640 by 480. 


Moving data in and out of the ST1000 


LAN card--You can install a LAN card in the PC card slot, and move data back and forth to a desktop computer. 


PCMCIA reader on desktop-- You can install a PC card type III reader on your desktop computer, and simply 
remove the HDD from the ST1000, and read/write directly with your desktop PC. This method works great if 
you need to load up a new drive with an OS or very large applications. You can find these readers for around $25 
which attach to the parallel port. © 


Serial connection-- A standard 9-pin to 9-pin null modem cable can connect the ST1000 to a desktop computer. 
You can then use Windows direct connect utility to transfer data. You can find this option in Windows 98 under 
"setup", "add/remove programs", and pick the Windows Setup tab. 


Floppy drive-- The ST1000 has a floppy drive port, but I have only so far found the Fujitsu drive to work with 
it. 


Other standard ways-- Like LapLink, etc. using the parallel port 


The Stylus 
Not working?-- If the pen does not seem to work, check the battery. It isa AAAA, which is readily available at 


Radio Shack. Also, when you unscrew the stylus, you will see the brass contact sticking out from the side. Make 
sure it is clean. Use a slightly abrasive sandpaper or pencil eraser to clean it. 


Will not boot up 


Check hard drive-- The hard drive can come loose, especially during shipping. Remove it and re-seat it back in 
(with the power off, of course.) 


Verify BIOS settings-- Make sure it is set to boot from the hard drive. To enter into the BIOS settings, double- 
tap the stylus on the screen during boot up as instructed on the screen. 


